AUTHENTICATED
U.S. GOVERNMENT
INFORMATION

GPO

Environmental Protection Agency

a heat load to the passenger compart-
ment.

Alternative fuels means any fuel other
than gasoline and diesel fuels, such as
methanol, ethanol, and gaseous fuels.

866 Cycle means the test cycle that
consists of the last 866 seconds (seconds
505 to 1372) of the EPA Urban Dyna-
mometer Driving Schedule, described
in §86.115-00 and listed in appendix I,
paragraph (a), of this part.

Environmental test cell means a test
cell capable of wind-speed, solar ther-
mal load, ambient temperature, and
humidity control or simulation which
meets the requirements of §86.161-00
for running emission tests with the air
conditioning operating.

Federal Test Procedure, or FTP means
the test procedure as described in
§86.130-00 (a) through (d) and (f) which
is designed to measure urban driving
tail pipe exhaust emissions and evapo-
rative emissions over the Urban Dyna-
mometer Driving Schedule as described
in appendix I to this part.

505 Cycle means the test cycle that
consists of the first 505 seconds (sec-
onds 1 to 505) of the EPA Urban Dyna-
mometer Driving Schedule, described
in §86.115-00 and listed in appendix I,
paragraph (a), of this part.

SC03 means the test cycle, described
in §86.160-00 and listed in appendix I,
paragraph (h), of this part, which is de-
signed to represent driving imme-
diately following startup.

Supplemental FTP, or SFTP means the
additional test procedures designed to
measure emissions during aggressive
and microtransient driving, as de-
scribed in §86.1569-00 over the US06
cycle, and also the test procedure de-
signed to measure urban driving emis-
sions while the vehicle’s air condi-
tioning system is operating, as de-
scribed in §86.160-00 over the SC03
cycle.

US06 means the test cycle, described
in §86.1569-00 and listed in appendix I,
paragraph (g), of this part, which is de-
signed to evaluate emissions during ag-
gressive and microtransient driving.

[61 FR 54878, Oct. 22, 1996]

§86.000-3 Abbreviations.

The abbreviations in §86.098-3 con-
tinue to apply to 1998 and later model
year vehicles. The abbreviations in this

§86.000-24

section apply beginning with the 2000
model year:

A/C—Air conditioning

FTP—Federal Test Procedure

SFTP—Supplemental Federal Test Proce-
dure

WOT—Wide Open Throttle

[61 FR 54878, Oct. 22, 1996]

§86.000-7 Maintenance of records;
submittal of information; right of
entry.

(a) introductory text through (a)(2)

[Reserved]. For guidance see §86.091-7.
(a)(3) [Reserved]. For guidance see

§86.094-17.

(b)-(c)(2) [Reserved]. For guidance see
§86.091-17.

(c)(3) [Reserved]. For guidance see
§86.094-17.

(c)@)-(A)A)(v) [Reserved]. For guid-
ance see §86.091-7.

(@) (vi)—-(d)(2){dv) [Reserved]. For
guidance see §86.094-7.

(d)(3)(g) [Reserved]. For guidance
see §86.091-17.

(h)(1) [Reserved]

(h)(2)-(h)(5) [Reserved]. For guidance
see §86.094-7.

(6) EPA may void ab initio a certifi-
cate for a vehicle certified to Tier 1
certification standards or to the re-
spective evaporative and/or refueling
test procedure and accompanying evap-
orative and/or refueling standards as
set forth or otherwise referenced in
§86.098-10 for which the manufacturer
fails to retain the records required in
this section or to provide such informa-
tion to the Administrator upon re-
quest.

[61 FR 54878, Oct. 22, 1996, as amended at 79
FR 23687, Apr. 28, 2014]

§86.000-24 Test vehicles and engines.

(a) [Reserved.

(b) introductory text [Reserved]

(b)(1)(i) Vehicles are chosen to be op-
erated and tested for emission data
based upon engine family groupings.
Within each engine family, one test ve-
hicle is selected. If air conditioning is
projected to be available on any vehi-
cles within the engine family, the Ad-
ministrator will limit selections to en-
gine codes which have air conditioning
available and will require that any ve-
hicle selected under this section has air
conditioning installed and operational.
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§86.001-2

The Administrator selects as the test
vehicle the vehicle with the heaviest
equivalent test weight (including op-
tions) within the family which meets
the air conditioning eligibility require-
ment discussed earlier in this section.
If more than one vehicle meets this cri-
terion, then within that vehicle group-
ing, the Administrator selects, in the
order listed, the highest road-load
power, largest displacement, the trans-
mission with the highest numerical
final gear ratio (including overdrive),
the highest numerical axle ratio of-
fered in that engine family, and the
maximum fuel flow calibration.

(ii) The Administrator selects one ad-
ditional test vehicle from within each
engine family. The additional vehicle
selected is the vehicle expected to ex-
hibit the highest emissions of those ve-
hicles remaining in the engine family.
The selected vehicle will include an air
conditioning engine code unless the
Administrator chooses a worst vehicle
configuration that is not available
with air conditioning. If all vehicles
within the engine family are similar,
the Administrator may waive the re-
quirements of this paragraph.

(b)(1)({ii)—(b)(1)(vi) [Reserved]

(c)-(f) [Reserved]

(2)(1)—(2) [Reserved]

(2)(3) Except for air conditioning,
where it is expected that 33 percent or
less of a carline, within an engine-sys-
tem combination, will be equipped with
an item (whether that item is standard
equipment or an option) that can rea-
sonably be expected to influence emis-
sions, that item may not be installed
on any emission data vehicle or dura-
bility data vehicle of that carline with-
in that engine-system combination, un-
less that item is standard equipment
on that vehicle or specifically required
by the Administrator.

(4) Air conditioning must be installed
and operational on any emission data
vehicle of any vehicle configuration
that is projected to be available with
air conditioning regardless of the rate
of installation of air conditioning with-
in the carline. Section 86.096-24(g) (1)
and (2) and paragraph (g)(3) of this sec-
tion will be used to determine whether
the weight of the air conditioner will
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be included in equivalent test weight
calculations for emission testing.

[61 FR 54882, Oct. 22, 1996, as amended at 79
FR 23687, Apr. 28, 2014]

§86.001-2 Definitions.

The definitions of §86.000-2 continue
to apply to 2000 and later model year
vehicles. The definitions listed in this
section apply beginning with the 2001
model year.

Useful life means:

(1) For light-duty vehicles, and for
light light-duty trucks not subject to
the Tier 0 standards of §86.094-9(a), in-
termediate useful life and/or full useful
life. Intermediate useful life is a period
of use of 5 years or 50,000 miles, which-
ever occurs first. Full useful life is a
period of use of 10 years or 100,000
miles, whichever occurs first, except as
otherwise noted in §86.094-9. The useful
life of evaporative and/or refueling
emission control systems on the por-
tion of these vehicles subject to the
evaporative emission test requirements
of §86.130-96, and/or the refueling emis-
sion test requirements of §86.151-2001,
is defined as a period of use of 10 years
or 100,000 miles, whichever occurs first.

(2) For light light-duty trucks sub-
ject to the Tier 0 standards of §86.094—
9(a), and for heavy light-duty truck en-
gine families, intermediate and/or full
useful life. Intermediate useful life is a
period of use of 5 years or 50,000 miles,
whichever occurs first. Full useful life
is a period of use of 11 years or 120,000
miles, whichever occurs first. The use-
ful life of evaporative emission and/or
refueling control systems on the por-
tion of these vehicles subject to the
evaporative emission test requirements
of §86.130-96, and/or the refueling emis-
sion test requirements of §86.151-2001,
is also defined as a period of 11 years or
120,000 miles, whichever occurs first.

(3) For an Otto-cycle heavy-duty en-
gine family:

(i) For hydrocarbon and carbon mon-
oxide standards, a period of use of 8
years or 110,000 miles, whichever first
occurs.

(ii) For the oxides of nitrogen stand-
ard, a period of use of 10 years or 110,000
miles, whichever first occurs.

(iii) For the portion of evaporative
emission control systems subject to
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